Date: Fri,  1 Jan 93 04:30:15 PST
From: Info-Hams Mailing List and Newsgroup <info-hams@ucsd.edu>
Errors-To: Info-Hams-Errors@UCSD.Edu
Reply-To: Info-Hams@UCSD.Edu
Precedence: Bulk
Subject: Info-Hams Digest V93 #1
To: Info-Hams


Info-Hams Digest            Fri,  1 Jan 93       Volume 93 : Issue    1

Today's Topics:
                           Antenna Question

Send Replies or notes for publication to: <Info-Hams@UCSD.Edu>
Send subscription requests to: <Info-Hams-REQUEST@UCSD.Edu>
Problems you can't solve otherwise to brian@ucsd.edu.

Archives of past issues of the Info-Hams Digest are available 
(by FTP only) from UCSD.Edu in directory "mailarchives/info-hams".

We trust that readers are intelligent enough to realize that all text
herein consists of personal comments and does not represent the official
policies or positions of any party.  Your mileage may vary.  So there.
----------------------------------------------------------------------

Date: Fri, 1 Jan 1993 08:51:06 GMT
From: sdd.hp.com!hp-cv!hp-pcd!hpcvaac!billn@network.UCSD.EDU
Subject: Antenna Question
To: info-hams@ucsd.edu

b1y1m39@kato.BELL-ATL.COM (Bob Esposito) writes:
: 
: 	I just mounted a on-glass scanner antenna from Radio Shack
: 	and it *sucks* !  Can anyone tell me how to get it off
: 	the windows?  I was thinking about using a freon agent,
: 	but I'm afraid of cracking the glass.   Any info would
: 	sure be helpful....

I assume that it is glued on. Getting it off will depend on the
type of glue. If it is epoxy, it is not easy. However, I think
that acetone will slowly break it down. Also, heat may soften
it enough to remove the mount.  If it super-glue, then acetone
will dissolve the glue fairly quickly.

Bill

------------------------------
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